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INSTALLATION STATUS REPORT (ISR)

MAINTENANCE FACILITIES
PROPONENT:  DEPUTY CHIEF OF STAFF, G-4, DALO-RMP (703) 614-5488/DSN 224-5488

REVISION DATE:  1 SEPTEMBER 2004

FOR USE WITH THE 2005 ISR DATA COLLECTION

INCLUDES THE FOLLOWING FCG(s):


( F14962 - CENTRAL WASH FACILITY (EA)*
               ( F21440 - DEPOT MAINTENANCE/REBUILD SHOPS (SF)


( F21140 – AIRCRAFT ENGINE TEST BUILDING (SF)
   ( F21500 - DEPOT WEAPONS MAINTENANCE SHOPS (SF)


( F21141 - AIRCRAFT ENGINE TEST STRUCTURE (SF)
   ( F21512 - WEAPON DEMILITARZATION SHOP, DEPOT (SF)


( F21210 - DEPOT GUIDED MISSILE MAINT FAC (SF)
   ( F21540 - SPECIAL WEAPONS SHOP, DEPOT (SF)


( F21310 - SHIP MAINTENANCE FACILITIES (SF)
   ( F21545 - WEAPONS REPAIR FACILITY (SF)


( F21320 - MARINE RAILWAY (SF)
                                       ( F21600 - DEPOT AMMUNITION MAINTENANCE SHOPS (SF)


( F21330 - SHIP REPAIR SHOP (SF)
                           ( F21632 - AMMUNITION DEMOLITION FACILITY (SF)


( F21335 - SHIP REPAIR FACILITY (SF)
                           ( F21670 - AMMO REPAIR, INST (SF)


( F21340 - FIXED CRANE (SF)
                                       ( F21700 - DEPOT COMM-ELECTRONIC REPAIR SHOPS (SF)


( F21406 – VEH MAINT TRANS (SF)
                           ( F21800 - DOL/PROCURED ITEM & EQUIPMENT MAINT (SF)


( F21407 - NATIONAL GUARD MAINTENANCE FAC (SF)   ( F21885 - VEHICLE MAINTENANCE DOL/DEH/DPW (SF)


( F21409 - ARMY RESERVE MAINTENANCE FAC (SF)
   ( F21900 - INSTALLATION MAINTENANCE/REPAIR FAC (SF)


( F21410 - VEHICLE MAINTENANCE SHOPS (SF)

STANDARDS BOOKLET

BOOKLET 5
* FCG Unit of Measure.  EA = Each; SF = Square Feet. Refer to Implementing Instructions, Appendix G, for definitions.

ISR FACILITY INSPECTION INSTRUCTIONS

	1. Select the appropriate facility inspection worksheet and rating standards booklet to evaluate your facility.

· The appropriate booklet number is identified at the top of the worksheet.

· Only use worksheets that the current ISR Infrastructure software has produced. These worksheets have the correct installation and facility information printed at the top of the page.

· Verify that the building number on the worksheet matches the building number of the facility you are inspecting.
· Confirm that the Facility Category Group (FCG) description on the facility inspection worksheet matches the space you will be rating in the facility. Some facilities consist of space from several FCGs, each of which requires a separate facility inspection worksheet and associated rating booklet.


	2. At the top of the inspection worksheet, fill in the Inspector name, Inspector phone number, and date completed.



	3. Grade each element of a component in the booklet by looking at the picture for each component, reading the condition description for each element, and determining the BEST FIT as it applies to your facility. Circle the appropriate “Point” weight for that element in the appropriate column.

· The booklet includes both Common Components and Facility-Specific Components. Each component has elements that you will evaluate as GREEN, AMBER, or RED. The points totaled for the rated elements will determine the rating of the component.

· In those cases when an element does not exist and does not apply to a facility, draw a single line through that element across the page and exclude its point weight from the column total.

· If an element is not present, but does apply to a facility, circle the points in the RED column.

Example: An element condition lists “Signage required,” but signage is not installed. Mark the element “RED.”

· When evaluating a component consider all space in the facility for that component. If a deficiency can be resolved with a simple self-service supply item (for example, by replacing light bulbs) or with routine maintenance, do not rate that element low simply for that deficiency.

· Rating a facility AMBER (rather than RED) because of disabled-access issues does not imply that the AMBER condition meets applicable standards.



	4. When each element of a component has been graded, total the weights circled for each column (GREEN, AMBER, and RED).

· The column with the most points determines the component color rating. Numeric column ties go to the worse color.



	5. Transfer the color ratings for each facility component by placing an “X” in the appropriate box for each component’s color on the facility inspection worksheet.

· If an inspection component is not part of a facility and is not needed, place an “X” in the “N/A” box on the facility inspection worksheet for that component. However, if an inspection component is not a part of the facility and it is needed, rate that component as RED.

· There is no longer a requirement to calculate the overall Quality Rating of a facility. The ISR Infrastructure software calculates this after all the component color ratings have been entered.



	6. For every component that is rated RED, write a brief explanation in the space provided on the facility inspection worksheet. Continue on the back of the worksheet or on a separate page if needed.

· For each RED rating, consider submitting a work order to correct the deficiency.

· Optional: Write a brief comment concerning any facility location issues, such as location of the facility on the installation, proximity to related facilities, and appropriate vehicle access. Continue on the reverse of the inspection worksheet if needed.

· Optional: Write a brief comment concerning any environmental, health, safety, and historic preservation issues. Continue on the reverse of the inspection worksheet if needed.



	7. Submit facility inspection worksheet to unit commander or activity director for review and to obtain a signature.


	FACILITY WORKSHEET

(Use with Booklet 5)
MAINTENANCE FACILITIES

	Facility Number:

Facility User UIC:

Facility Category Group:

Unit of Measure:
	Installation

Number:
	Inspector: 

_____________________

Phone Number: 

_____________________
	Date Completed:

_______________________

	FACILITY CONDITION ASSESSMENT

	
	Condition of Each Component

Place an "X" in the box that applies to each component.  

	Inspection Component
	Green
	Amber
	Red
	N/A

	Common Components
	
	
	
	

	1. Site & Grounds
	[    ]
	[    ]
	[    ]
	[    ]

	2. Parking
	[    ]
	[    ]
	[    ]
	[    ]

	3. Building Exterior
	[    ]
	[    ]
	[    ]
	[    ]

	4. Foundation
	[    ]
	[    ]
	[    ]
	[    ]

	5. Loading Dock/Service Area
	[    ]
	[    ]
	[    ]
	[    ]

	6. Corridors
	[    ]
	[    ]
	[    ]
	[    ]

	7. Stairs
	[    ]
	[    ]
	[    ]
	[    ]

	8. Toilets/Showers/Locker Rooms
	[    ]
	[    ]
	[    ]
	[    ]

	9. HVAC
	[    ]
	[    ]
	[    ]
	[    ]

	10. Electrical Service
	[    ]
	[    ]
	[    ]
	[    ]

	11. Security Systems
	[    ]
	[    ]
	[    ]
	[    ]

	12. Fire Protection
	[    ]
	[    ]
	[    ]
	[    ]

	Facility Specific Components
	
	
	
	

	13. Large Maintenance Areas
	[    ]
	[    ]
	[    ]
	[    ]

	14. Small Maintenance Areas:
	[    ]
	[    ]
	[    ]
	[    ]

	15. Centralized Vehicle Wash Facility
	[    ]
	[    ]
	[    ]
	[    ]

	Red Rating Explanation:  ______________________________________________________________

____________________________________________________________________________________

	Location Comment:  __________________________________________________________________

____________________________________________________________________________________

	Environmental, Health, Safety, & Preservation (EHSP) Comment:  ____________________________

____________________________________________________________________________________

	COMMANDER/DIRECTOR SIGNATURE

__________________________________________________




SITES & GROUNDS
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	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	SITE & GROUNDS LIGHTING:

· More than 90% is working

· Provides direct or area lighting for:

· Pedestrian movement

· Security

· Signage

· Landscape
	10
	
	SITE & GROUNDS LIGHTING:

· 75%–90% is working

· Not more than 1 of the 4 types of lighting in the GREEN column is missing
	10
	
	SITE & GROUNDS LIGHTING:

· Less than 75% is working 

· Two or more of the 4 types of lighting in the GREEN column are missing, or 

· No site and grounds lighting exists
	10
	

	DISABLED ACCESS: 

· Curb ramps are present wherever accessible routes cross a curb

· Ramps are a minimum of 3 feet wide

· Ramps have a moderate slope, not exceeding a rise of 1:12 (one inch vertical per 12 inches horizontal)

· Access across the site follows the shortest accessible route to the facility
	10
	
	DISABLED ACCESS:

· 1 or 2 of the 4 accessible criteria elements in the GREEN column are missing


	10
	
	DISABLED ACCESS:  

· More than 2 of the accessible criteria elements in the GREEN column are missing
	10
	

	TURF AND PAVEMENT DRAINAGE:

· Surfaces are sloped to drain

· Minimal turf erosion:

· No erosion channels

· No dead turf from water ponding 

· No obvious debris at pavement drains
	10
	
	TURF AND PAVEMENT DRAINAGE:

· Surfaces are not well sloped to drain

· Some turf erosion:

· Erosion channels 

· Dead turf from water ponding

· Some debris lying along pavement drainage channels
	10
	
	TURF AND PAVEMENT DRAINAGE:

· Surfaces are not draining 

· Major turf erosion:

· Large areas eroded

· Channel cuts and dead scrubs

· Large ponds of standing water 

· Large debris buildup along drains in sufficient amount to cause clogging
	10
	


SITES & GROUNDS (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	PAVED SIDEWALKS:

· Installed from parking to facility

· Installed from adjacent streets to facility

· Less than 10% of slabs are cracked or broken

· At least 4 feet wide
	6
	
	PAVED SIDEWALKS:

· Not installed from parking to facility, or

· Not installed from streets to facility

· 10–25% of slabs are cracked or broken 

· Less that 4 feet wide
	6
	
	PAVED SIDEWALKS:

· Not installed at all, or

· More than 25% of slabs are cracked or broken; sidewalk poses a tripping hazard
	6
	

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	LANDSCAPING:

· Displays a mixture of colorful plants and greenery appropriate to the area 

· Well maintained

· Turf areas are green, mowed to proper cut height with less than 25% weed build-up
	6
	
	LANDSCAPING:

· Displays few color plantings or greenery

· Not well maintained

· 25%–75% of turf area has brown-out or weeds
	6
	
	LANDSCAPING:

· No plantings

· Turf areas are in total disrepair; brown-out and weeds cover more than 75% of lawn
	6
	

	DUMPSTER:

· Fully enclosed from view and incorporated into building design 

· Screened by walls or landscaping high enough (6-8 feet) to restrict view from:

· Building occupants

· Entrances

· Streets

· Parking lots

· 33 feet or more away from other occupied facilities

· 82 feet or more away from billeting and housing
	4
	
	DUMPSTER:

· Not fully enclosed or covered, but inconspicuously located

· Not screened by walls or landscaping sufficiently high to obscure view 

· More than 20 feet away, but less than 33 feet away from other occupied facilities

· More than 50 feet away, but less than 82 feet away, from billeting and housing
	4
	
	DUMPSTER:

· Not enclosed or screened from view

· Less than 20 feet away from other facilities
· Less than 50 feet away from billeting and housing
	4
	

	UTILITY SERVICES:

· All utility lines are underground

· Utility equipment is screened by landscaping or fencing
	4
	
	UTILITY SERVICES:

· Utility lines are not underground, but are concealed by landscaping or fencing

· Utility equipment is screened by landscaping or fencing
	4
	
	UTILITY SERVICES:

· Utility lines and equipment are   exposed and disorderly.
	4
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 1 & 2 
	_______
	
	SUbtotal of POints circled in this column on pages no. 1 & 2
	______
	
	SUbtotal of POints circled in this column on pages no. 1 & 2
	______
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


PARKING
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	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	DISABLED PARKING:  

· The 1:25 standard does not have to be met, but spaces should be provided for disabled personnel and visitors to facility

· Accessible parking spaces are at least 8 feet wide and have 5 additional feet for exiting the car

_______________________________

· Disabled parking is near the shortest possible route to an accessible entrance

· Accessible spaces are designated with signs

· Curb ramps are available wherever an accessible route crosses a curb at a rise of 1:12 or less

· Available ramps for handicapped parking, as needed, with maximum rise of 1:12
	10
	
	DISABLED PARKING:  

· Meets 1 of the first 2 criteria in the GREEN column, depending on facility use, and

· Accessible parking spaces are at least 8 feet wide and have 5 additional feet for exiting the car, and

_____________________________

· At least 2 of the 4 remaining elements outlined in the GREEN column are met
	10
	
	DISABLED PARKING:

· Neither of the first 2 criteria in the GREEN column is met, or

· Accessible parking space are less than 8 feet wide or do not have 5 additional feet for exiting the car, or 

_____________________________

· No more than 1 of the 4 remaining elements outlined in the GREEN column is met
	10
	


PARKING (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	PARKING AVAILABILITY: 

· Parking spaces are available on the installation for all personnel & visitors
	10
	
	PARKING AVAILABILITY: 

· Parking spaces are available on the installation for 75%–99% of personnel & visitors
	10
	
	PARKING AVAILABILITY: 

· Parking spaces are available on the installation for less than 75% of personnel & visitors
	10
	

	PAVEMENT CONDITION:  

· Smooth and level

· No large holes, spalling, or cracks
	10
	
	PAVEMENT CONDITION:  

· Uneven, or

· Large holes and cracks cover less than 25% of the parking area
	10
	
	PAVEMENT CONDITION:  

· Unpaved, or 

· Paving is damaged in more than 25% of the parking area
	10
	

	PARKING AREA STANDOFF:  

· Parking spaces are located 82 feet or more away from occupied facilities 

· Within controlled perimeters, parking spaces are located 33 feet or more away from occupied facilities
	10
	
	PARKING AREA STANDOFF:

· N/A [No AMBER condition]
	10
	
	PARKING AREA STANDOFF:  

· Parking spaces are located less than 82 feet away from occupied facilities

· Within controlled perimeters, parking spaces are located less than 33 feet from occupied facilities
	10
	

	PARKING AREA LIGHTING:

·  More than 90% is working

·  Provides direct or area lighting for:

· Traffic flow during low visibility

· Pedestrian movement

· Signage
	10
	
	PARKING AREA LIGHTING:

· 75%–90% is working

· Not more than 1 of the 3 types of lighting in the GREEN column is missing
	10
	
	PARKING AREA LIGHTING:

· Less than 75% is working, or

· More than 1 of the 3 types of lighting in the GREEN column is missing, or

· Parking areas are not illuminated
	10
	

	MOTOR POOL:

· Secure separate motor pool for government vehicles with fence height (min 7’) to the MEP
	10
	
	MOTOR POOL:

· Inadequate or insecure motor pool
	10
	
	MOTOR POOL:

· No motor pool parking
	10
	

	PARKING PAVEMENT DRAINAGE:   

· Sloped to drain

· Minimal pavement erosion 

· No obvious debris along drainage channels and at channel drains
	10
	
	PARKING PAVEMENT DRAINAGE: 

· Not well sloped to drain

· Initial signs of pavement erosion (undermining) and water ponding

· Debris lying about along drainage channels
	10
	
	PARKING PAVEMENT DRAINAGE:   

· Not draining

· Severely eroded pavement with cracks, potholes, or standing water

· Debris building up in sufficient amounts to clog drains or block channels
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	PARKING SPACES:

· Space marked on pavement

· Sized 8.5 ft wide by 16-18 feet long
	6
	
	PARKING SPACES:

· Space marked on pavement, but re-striping is needed

· Sized 8.5 ft wide by 16-18 feet long
	6
	
	PARKING SPACES:

· Spaces not identified, or

· Less than 8.5 wide by 16-18 long
	6
	


PARKING (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	PARKING LANDSCAPING:

· Displays a mixture of colorful plants and greenery appropriate to the area 

· Well maintained
	4
	
	PARKING LANDSCAPING:

· Displays few plantings of color and greenery

· Not well maintained
	4
	
	PARKING LANDSCAPING:

· No plantings
	4
	

	PARKING SIGNAGE:  

· Lot(s) and rows have identity signs and traffic control signs, all clearly legible  

· Signs provide directions from parking areas along walkways to the facility
	4
	
	PARKING SIGNAGE:  

· Limited traffic control and lot/row identity signs; signs hard to read from vehicles 

· Signs providing directions from parking areas along walkways to the facility are not current or are illegible
	4
	
	PARKING SIGNAGE:  

· No traffic control signs, or no lot and row markings 

· No signs from parking to the facility
	4
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 3, 4, & 5.
	________
	
	SUbtotal of POints circled in this column on pages no. 3, 4, & 5
	________
	
	SUbtotal of POints circled in this column on pages no. 3, 4, & 5
	______
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


BUILDING EXTERIOR
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	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	CAUTION: Inspect a flat roof only if it can be easily reached. Do not crawl over sloped roofs. Inspect sloped roofs visually from the ground or from another safe location. If you are unable to inspect a roof safely, mark this element N/A (draw a line through itt), and exclude it from the column total. Continue with the next Building Exterior element.

	ROOF:  

· Roof looks well maintained

· No mildew or cracked decking

· No evidence of water seeping into interior

· Flashing is not cracked and seams are not broken

On slopped roofs:

   - Less than 10% of shingles or other deck materials are missing/torn or broken away

On flat roofs:

· No standing puddles

· Walkways prevent foot traffic damage

· Parapets are intact, mortar joints are whole
	10
	
	ROOF:  

· Roof shows signs of age

· Some mildew and cracked decking

· Evidence of water seeping into interior

· Flashing is not intact; seams are broken; some pieces cracked

On slopped roofs:

   - 10–50% of shingles or other materials are missing or torn/broken

On flat roofs:

· Signs that water puddles

· Walkways are present, but there is noticeable damage to roof material

· Some parapet mortar joints are broken
	10
	
	ROOF:

· Roof has bad undulations; pieces missing

· Large areas of mildew & cracked decking

· Water clearly seeps to interiors

· Pieces of flashing are missing

On slopped roofs:

   - More than 50% of shingles or other materials are missing or torn/broken

On flat roofs:

· Standing water is evident

· No walkways; noticeable damage to roof material

· Parapets are cracked, mortar joints are missing
	10
	

	WINDOWS:

· No cracks or panes missing
	10
	
	WINDOWS:

· One crack or pane is missing from at least one window
	10
	
	WINDOWS:

· One or more windows are missing
	10
	


BUILDING EXTERIOR (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	EXTERIOR LIGHTING:

· 90% or more is working

· Provides direct or area lighting for: 

· Security 

· Pedestrian movement

· Safety and exit routes

· General exterior
	10
	
	EXTERIOR LIGHTING:

· 75%–90% is working, and

· Not more than 1 of the 4 types of lighting in the GREEN column is missing
	10
	
	EXTERIOR LIGHTING:

· Less than 75% is working

· Two or more of the 4 types of lighting in the GREEN column are missing, or

· There is no exterior area lighting
	10
	

	EXTERIOR DOORS:

· Less than 10% of the exterior doors are damaged with dents, cracks, and holes

· Less than 10% of door mechanisms are difficult to operate

· Hinge pins cannot be removed from outside

· Door glass is intact

· Weather-stripping, glazing, and/or vapor seal between panes is intact

· No signs of air or water entering from outside

· Main entry doors match the building design
	10
	
	EXTERIOR DOORS:

· 10–25% of exterior doors are damaged 

· 10–25% of door mechanisms are difficult to operate

· Hinge pins can be removed from outside

· There is at least 1 crack in door glass

· Weather-stripping, glazing, and/or vapor seal is deteriorating

· Air, but no water, entering from outside

· Main entry doors are easily identified
	10
	
	EXTERIOR DOORS:

· More than 25% of exterior doors are damaged

· More than 25% of mechanisms are difficult to operate 

· Hinge pins are easily removed from outside

· More than 1 crack in door glass

· Weather-stripping and glass missing in whole or in part

· Air and water both entering from outside

· Main entry doors are hard to identify
	10
	

	DISABLED ACCESS:  

· At least 1 main entry door allows disabled access to each public or work space within the building

· At entries with doors in series, clearances for the disabled are 48 inches clear of any door swing

· Next to any revolving door there is a single leaf door for the disabled

· A service entry is not the sole disabled accessible entry, unless it is the only entry

· Accessible exit door connects to bus stops, disabled parking/loading zones, and public streets by an accessible route
	10
	
	DISABLED ACCESS:  

· 3 or more of the 5 conditions in the GREEN column are met
	10
	
	DISABLED ACCESS:

· Less than 3 of the 5 conditions in the GREEN column are met, or

· Building is inaccessible to the disabled
	10
	


BUILDING EXTERIOR (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	Note: If you can observe a building’s structural frame from a safe location within an open space, evaluate it as described below and score it with the other Building Exterior elements. Otherwise, draw a line through it, exclude it from the column total, and continue with the next element.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	STRUCTURAL FRAME: 

If a concrete frame:

· No cracks visible on frame or underside of floor or ceiling above

· No concrete flaking or material breaking away

· No signs of water dripping from frame or floor slab above; no powdery white film on surfaces

____________________________

If a steel frame:

· No twisted pieces 

· No cracks on frame

· No cracks on welds

· No cracked or missing rivets

· No broken, chipped, or missing pieces on the surface of the ceiling above the frame
	10
	
	STRUCTURAL FRAME:

If a concrete frame:

· Cracks on frame cover less than 25% of frame and ceiling above

· Less than 10% of cracks are wider than 1/16 inch (equal to a round toothpick) 

· No concrete flaking or material breaking away

· No signs of water dripping from frame or floor slab above; no powdery white film on surfaces

__________________________

If a steel frame:

· No twisted pieces

· Cracks cover less than 5% of frame

· Fewer than 10% of cracks are wider than 1/16 inch (equal to a round toothpick)

· Hairline cracks on less than 5% of welds

· Less than 5% of rivets are cracked or missing

· No cracked or missing rivets are next to other cracked or missing rivets

· Surface of the ceiling above the frame has less than 5% broken, chipped, or missing pieces
	10
	
	STRUCTURAL FRAME:

If a concrete frame:

· Cracks on frame cover more than 25% of frame and ceiling above

· More than 10% of cracks are wider than 1/16 inch

· Concrete flaking, or material breaking away, and ceiling materials show similar cracks or material flaking

· Signs of water dripping from frame or floor slab above; powdery white film follows crack patterns

________________________

If a steel frame:

· One or more twisted pieces  

· Cracks cover more than 5% of frame

· More than 10% of cracks are wider than 1/16 inch (equal to around toothpick)

· Cracks, larger than hairline, exist on 5% or more of welds

· More than 5% of rivets are cracked or missing

· Cracked or missing rivets are next to other cracked or missing rivets

· Surface of the ceiling above the frame has more than 5% broken, chipped, or missing pieces
	10
	

	OUTSIDE DRAINAGE:

· Gutters, roof drains, and downspouts pass water down to splash blocks

· Sections show no signs of leaks

· Outflow drains away from the building

· Gutters and downspouts match the building design
	10
	
	OUTSIDE DRAINAGE:

· Gutters, roof drains, and downspouts pass water to ground level freely

· Sections show leaks, but no holes

· Outflow ponds at the building base around splash blocks

· Gutters and downspouts are not part of the building design
	10
	
	OUTSIDE DRAINAGE:

· Gutters, roof drains, and downspouts are backed up with rainwater and roof debris

· Sections leak and are broken open

· Outflow ponds at building base; no splash blocks

· Gutters and downspouts are composed of mismatched pieces
	10
	


BUILDING EXTERIOR (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	Exterior Walls:

Wall cracks, joint erosion and cracking, or chipped or flaking material over less than 10% of wall area

· No signs of water reaching interior wall surfaces (ceiling stains at wall, wet walls, stains, or floor puddles and stains at wall)

· Thin, powdery white film on less than 10% of exterior wall area
	6
	
	Exterior Walls:

· Cracks, join erosion or cracking, or chipped or flaking material over 10–25% of wall area

· Signs of water reaching the interior on less than 25% of interior wall surfaces

· Thin, powdery white film on 10–75% of exterior wall area
	6
	
	Exterior Walls:

· Wall cracks, join erosion or cracking, and chipped or flaking material over more than 25% of wall surfaces

· Sings of water reaching the interior on more than 25% of interior wall area

· Thin, powdery white film on more than 75% of exterior wall area
	6
	

	Building Exterior Signage:

· Coordinated, clearly visible, and readable

· Includes directions to parking, entrances, and multiple facilities if in a complex

· Information is current
	6
	
	Building Exterior Signage:

· Not well coordinated, but readable

· Missing directories to parking, entrances, or multiple facilities if in a complex

· Information is current
	6
	
	Building Exterior Signage:

· In very poor condition; not visible or legible

· Directories not available

· Information is not current
	6
	

	LOW PRIORITY
	Points
	
	
	Points
	
	
	Points
	

	MECHANICAL EQUIPMENT:

· Screened and painted to match building design
	4
	
	Mechanical Equipment:

· Unscreened, but painted to match building color
	4
	
	Mechanical Equipment:

· Unscreened and not painted to match building color
	4
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 6, 7, 8 & 9.
	________
	
	SUbtotal of POints circled in this column on pages no. 6, 7, 8 & 9.
	________
	
	SUbtotal of POints circled in this column on pages no. 6, 7, 8 & 9.
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


FOUNDATION

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	FOUNDATION:

· No cracks at perimeter of interior basement floors/walls

· No signs of water penetration to interior wall surfaces; if accessible from interior spaces, there are no: 

· Ceiling stains at wall

· Wet or stained walls and floor puddles 

· Floor stains at wall

· If foundation exterior walls are visible above finished grade, there are no cracks along the surface
	6
	
	FOUNDATION: 

· Cracks at walls and floors are 10% less than 1/16th inches; cracks cover less than 25% of surface area

· Floors or walls are damp and have a film of moisture or show water stains

· If foundation exterior walls are visible above finished grade, there are cracks.  They range from hairline to 1/16 inch in width; few appear to be wider. Cracks cover at least 25% of observed surfaces
	6
	
	FOUNDATION: 

· Cracks are 10% or larger than 1/16 inches at walls and floors.  Cracks cover more than 25% of surface area

· Moisture penetration, such as water puddles, due to seepage from the exterior
	6
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column 
	________
	
	SUbtotal of POints circled in this column 
	________
	
	SUbtotal of POints circled in this column 
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


LOADING DOCK/SERVICE AREA

	


	


	



	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	DOCK BOARDS & STATION LIFTS:

· Loading dock is sized to meet mission requirements

· Station lifts work or are not required
	10
	
	DOCK BOARDS & STATION LIFTS:

· Loading dock exists, but it is not sized to meet mission needs

· Station lifts, if required, do not work
	10
	
	DOCK BOARDS & STATION LIFTS:

· No loading dock exists, although one is required

· Station lifts, if required, do not exist
	10
	

	VENTILATION:

· Facility equipped with ventilation devices of sufficient capacity to effectively ventilate building

· Ventilation devices fully operable with no signs of deterioration or damage
	10
	
	VENTILATION:

· Facility equipped with ventilation devices

· Ventilation devices operable but show signs of deterioration or damage
	10
	
	VENTILATION:

· Facility NOT equipped with ventilation devices

· Ventilation devices deteriorated or damage to the extent they are not effective
	10
	

	CONVEYOR EQUIPMENT:

· Conveyor equipment installed with box stops

· Conveyor equipment in full operational condition and meets all facility mission(s) needs without delay in operations
	10
	
	CONVEYOR EQUIPMENT:

· Conveyor equipment installed with box stops

· Conveyor equipment fully operates and meets all facility mission(s) needs with delays or disruptions
	10
	
	CONVEYOR EQUIPMENT:

· Conveyor equipment not installed or not installed with box stops

· Conveyor equipment does NOT operate or does NOT meet facility mission(s) needs
	10
	

	MHE (Material handling equipment) SPACE:

· Accommodates loading/unloading by material handling equipment (MHE)
	10
	
	MHE (Material handling equipment) SPACE:

· Minimal acceptable accommodations for loading/unloading by MHE
	10
	
	MHE (Material handling equipment) SPACE:

· Insufficient space to accommodates loading/unloading by MHE
	10
	


LOADING DOCK/SERVICE AREA (CONT)
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	LIGHTING & OUTLETS:

· Lighting covers more than 90% of the loading dock and truck spotting area

· More than 90% of lighting is working

· Waterproof, Ground Fault Interrupt (GFI) rated electrical outlets are available on the loading dock and in the truck spotting area
	10
	
	LIGHTING & OUTLETS:

· Lighting covers 75%–90% of the loading dock and truck spotting area

· 75%–90% of lighting is working

· Some outlets on the loading dock and within the truck area are not waterproof or GFI rated
	10
	
	LIGHTING & OUTLETS:

· Lighting covers less than 75% of the loading dock and truck spotting area 

· Less than 75% of lighting is working

· No waterproof or GFI rated outlets available for the loading dock and truck spotting areas
	10
	

	DOCKS:

· Adequate number of docks to perform all missions
· Docks are fully operational with no damage
· Docks meet all facility mission(s) needs with no delays in operations
	10
	
	DOCKS:

· Available docks insufficient to perform all missions
· Docks operable but damaged
· Docks meet at all facility mission(s) needs with delays in operations
	10
	
	DOCKS:

· Insufficient number of docks
· Docks inoperable
	10
	

	TRUCK AREA:

· Trucks have easy and safe access to loading area and dock

· Paved area is level and smooth; large holes, spalling, or cracks cover less than 10% of the area

· Bollards (posts) protect dock and fixed equipment in the truck area and show only minor wear and tear 

· Area drains well; no debris buildup at drains
	10
	
	TRUCK AREA:

· Truck access is safe, but has some space restrictions 

· Paving is uneven; large holes, spalling, and cracks cover 10–25% of the area

· Bollard damage is causing damage to dock and fixed equipment in the truck area

· Area does not drain well; signs of standing water and debris buildup
	10
	
	TRUCK AREA:

· Unsafe truck access to service area and dock space

· Large holes, spalling, and cracks cover more than 25% of the area

· Bollards need replacement or are missing, causing major damage to the dock and fixed equipment in the truck area

· Extensive puddles of standing water and large debris buildup at drains
	10
	


LOADING DOCK/SERVICE AREA (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility.  If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	LOADING DOCK FLOOR:
If concrete: 

· No visible cracks or spalling

If wood: 

· No major gouges, rot, or delamination

· No noticeable deflection in the floor
	6
	
	LOADING DOCK FLOOR:

If concrete:

· Cracking and spalling on less than 25% of floor

If wood:

· Deep gouges, rot, and delamination cover less than 25% of the floor 

· Noticeable deflection is evident

If either concrete or wood:

· Damage poses a safety threat
	6
	
	LOADING DOCK FLOOR:

If concrete: 

· Cracking and spalling on more than 25% of floor

If wood:

· Deep gouges, rot, and delamination cover more than 25% of the floor

· Major deflection is evident

If either concrete or wood:

· Damage poses a safety hazard
	6
	

	SERVICE DOORS:

· Service and personnel doors are large enough for easy access

· Door mechanisms are easy to operate

· Hinge pins are cannot be removed from outside

· Doors are not dented, gouged, cracked or torn
	6
	
	SERVICE DOORS:

· Service and personnel doors provide limited access

· Door mechanisms are difficult to operate

· Hinge pins can be removed from outside

· Dents, gouges, cracks, or tears cover less than 25% of door surface
	6
	
	SERVICE DOORS:

· Service and personnel doors provide inadequate access

· Door mechanisms are broken or missing 

· Hinge pins can be easily removed from outside

· Dents, gouges, cracks, or tears cover more than 25% of door surface
	6
	

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	DOCK WALLS:

· No visible cracks or signs of materiel chipping or damage from service operations

· Bollards (posts) protect dock walls, corners, and doorways from Material Handling Equipment (MHE)
· Bollards not deteriorated or damaged
	4
	
	DOCK WALLS:

· A few cracks, minor damage from MHE, or overall signs of deterioration 

· Bollards are in place, but dock walls, corners, and doorways show signs of damage
	4
	
	DOCK WALLS:

· Extensive cracking and deterioration along the entire outside dock wall, or

· Bollards are in place, but show extensive damage and need to be replaced, or

· There are no bollards
	4
	

	SIGNAGE:

· Coordinated for traffic control, vehicle spotting, and pedestrian movement
	4
	
	SIGNAGE:

· Not well coordinated and could hinder safety and pedestrian movement
	4
	
	SIGNAGE:

· No signs available
	4
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 11, 12 & 13.
	________
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	SUbtotal of POints circled in this column on pages no. 11, 12 & 13.
	______
	

	[image: image22.wmf]GREEN


	
	
	[image: image23.wmf]AMBER


	
	
	[image: image24.wmf]RED


	
	

	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


 CORRIDORS
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	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	CORRIDOR TRANSIT AREA:

· Minimum of 5 feet wide

· Clear of obstructions (no lockers/storage)

· Fire extinguishers in secure boxes with current inspection tags
	10
	
	CORRIDOR TRANSIT AREA:

· Corridors meet 2 of the 3 bulleted elements in the GREEN column
	10
	
	CORRIDOR TRANSIT AREA:

· Less than 2 of the bulleted elements in the GREEN column are met
	10
	

	LIGHTING & OUTLETS:

· Overhead, emergency, and exit lighting is available; more than 90% is working

· At least one electrical duplex (three prong grounded) outlet on all wall surfaces

· Outlets work safely
	10
	
	LIGHTING & OUTLETS:

· 75%–90% of lighting is working 

· One or more walls lack grounded duplex outlets

· Outlets loose or provide power erratically
	10
	
	LIGHTING & OUTLETS:

· Less than 75% of lighting is working

· No grounded duplex outlets in Lobby, or

· Outlets do not work or shock users
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	CEILINGS:

· Not gouged, stained, broken, or have missing pieces
	6
	
	CEILINGS:

· Not more than 25% of area is gouged, stained, broken, or has missing pieces
	6
	
	CEILINGS:

· More than 25% of area is gouged, stained, broken, or has missing pieces
	6
	

	FLOORS:

· Durable floors with complete finish details

· Finish is not cracked, chipped, gouged, or stained, nor is it a safety hazard
	6
	
	FLOORS:

· Floors need minor repairs

· Floors display minor cracks, gouges and stains, but finish is not a tripping hazard
	6
	
	FLOORS:

· Floors need major repairs or replacement

· Floor cracks, gouges, broken, and missing pieces pose a tripping hazard
	6
	

	WALLS:

· In good condition with fresh looking paint or coverings; not gouged or stained

· Conduits are concealed within walls
	6
	
	WALLS:

· Minor gouges and stains require minor repairs, such as patching or repainting 

· Conduit exposed, but painted or covered 
	6
	
	WALLS:

· Need major repairs or refurbishing; gouges and stains are beyond patching

· Conduits are exposed; wall color different
	6
	


CORRIDORS (CONT)
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	WINDOWS:

· Hardware is not difficult to operate

· Glass, weather-stripping, and vapor seal between panes are intact

· No air or water enter interior from outside
	6
	
	WINDOWS: 

· Hardware is difficult to operate

· Glass intact; weather-stripping or vapor seal between panes is deteriorating

· Air, but no water, enters interior from outside
	6
	
	WINDOWS:

· Hardware is broken or missing

· Panes cracked, or weather-stripping or vapor seals need replacement

· Air and water enter interior from outside
	6
	

	CORRIDOR DOORS:

· Fully functional; fewer than 10% exhibit signs of wear

· Doors have lever handles or push-plates

· Less than 10% of hardware mechanisms are difficult to operate

· Allow access by the disabled to public or work spaces in the facility 

________________________________

· Interior doors that are also zone fire doors are equipped with automatic closure devices and panic hardware

· Interior doors that exit to the exterior are fire rated (metal or solid core wood), and open easily from the inside

· Panic hardware does not require a key or special tools to open from inside
	6
	
	CORRIDOR DOORS:

· 10%–25% show minor damage and wear, with dents, gouges, or stains

· Doors do not have lever handles and push-plates

· 10-25% of hardware mechanisms are difficult to operate

______________________________

· N/A [There is no Amber condition for the remaining 3 bulleted elements]
	6
	
	CORRIDOR DOORS:

· More than 25% are severely damaged and need major repairs

· Doors do not have lever handles and push-plates

· More than 25% of hardware mechanisms are difficult to operate

· Does not allow access by the disabled to public or work spaces in the facility

_______________________________

· Interior doors that are also fire/exit doors are not equipped with automatic closure devices and/or panic hardware

· Interior doors that exit to the exterior are not fire rated (metal or solid core wood), or do not open easily from the inside 

· Panic hardware requires a key or special tools to open from inside
	6
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 14 & 15.
	________
	
	SUbtotal of POints circled in this column on pages no. 14 & 15.
	________
	
	SUbtotal of POints circled in this column on pages no. 14 & 15.
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


STAIRS
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	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	LANDINGS & TREADS: 

· Covered with non-skid material

· Material is not cracked or gouged with pieces broken off

· Handrails are securely fastened and in good condition

· Stairwells are clear of obstructions (no storage)
	10
	
	LANDINGS & TREADS:

· Covered with non-skid material

· Material has minor defects, chips, and flakes, but poses no threat to pedestrians

· Some handrails are chipped and worn, but remain securely fastened

· Stairwells are clear of obstructions
	10
	
	LANDINGS & TREADS:

· Not covered with non-skid material 

· Material is extensively damaged and poses a pedestrian tripping hazard

· Handrails are damaged and not securely fastened to wall

· Stairwells have serious obstructions
	10
	

	STAIR DOORS:  

· Fire rated (metal or solid core wood)

· Less than 10% of door hardware is difficult to operate

· Push plate or lever handle hardware on corridor side

· Panic hardware does not require key or special tools to operate from inside

· Less than 10% of doors are dented, gouged, or stained
	10
	
	STAIR DOORS:

· Fire rated

· 10–25% of door hardware is broken or difficult to operate

· No lever handles or push plates on corridor side

· N/A [no AMBER condition for this element]

· 10–25% of doors have dents, gouges, scratches, or stains
	10
	
	STAIR DOORS:

· Not fire rated

· More than 25% of door hardware is broken or difficult to operate

· No lever handles or push plates on corridor side

· Panic hardware requires key or special tools to operate from inside

· More than 25% of doors have dents, gouges, scratches and stains; major repairs are needed
	10
	


STAIRS (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	LIGHTING & OUTLETS:

· At least 90% of stair lights are working

· Exit and emergency lights are in place and working, and tied to backup power, either emergency generator or battery

· If required, there is at least one GFI outlet at each floor landing
	10
	
	LIGHTING & OUTLETS:

· 75%–90% of stair lights are working 

· Exit and emergency lights are in place, at least 75% are working, and are tied to backup power, either emergency generator or battery

· If required, there is at least one grounded outlet at each floor landing
	10
	
	LIGHTING & OUTLETS:

· Less than 75% of stair lights are working 

· Exit and emergency lights are in place, but less than 75% are working, or do not tie to backup power (either emergency generator or battery)

· Although required, there is no outlet at each floor landing
	10
	

	MEDIUM PRIORITY
	Points
	
	
	Points
	
	
	Points
	

	CEILINGS:  

· Ceiling area is not gouged, stained, broken, or missing pieces
	6
	
	CEILINGS:  

· Not more than 25% of ceiling area is gouged, stained, broken, or missing pieces
	6
	
	CEILINGS:  

· More than 25% of ceiling area is gouged, stained, broken, or missing pieces
	6
	

	WALLS:  

· In good repair with fresh looking paint or coverings; not gouged or stained
· Conduits are concealed within walls
	6
	
	WALLS:  

· Minor gouges and stains require minor repairs, such as patching or repainting 

· Conduit exposed, but painted or covered to match wall color
	6
	
	WALLS:   

· Need major repairs or refurbishing; gouges and stains are beyond patching
· Conduits are exposed and do not match wall color
	6
	

	WINDOWS:

· Hardware is easy to operate

· Glass, weather-stripping, and vapor seal between panes is intact

· No air or water enter interior from outside
	6
	
	WINDOWS: 

· Hardware is difficult to operate

· Glass intact, weather-stripping or vapor seal between panes is deteriorating

· Air, but no water, enters interior from outside
	6
	
	WINDOWS:

· Hardware is broken or missing

· Panes cracked, or weather-stripping or vapor seals needs replacement

· Air and water enter interior from outside
	6
	

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	SIGNAGE:

· Coordinated for safety and movement between floors and building exits
	4
	
	SIGNAGE:

· Not well coordinated or legible; could hinder safety and movement
	4
	
	SIGNAGE:

· Not available or not current
	4
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 16 & 17
	________
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


TOILETS/SHOWERS/LOCKER ROOMS
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	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	PLUMBING FIXTURES:

· Less than 10% leak or do not work 

· Ample hot water

· Dependable and adequate water pressure

· Water from faucets is clear 

· Sanitary waste system is in good condition; infrequent pipe blockages occur
	10
	
	PLUMBING FIXTURES:

· 10%–25% leak or do not work 

· Lukewarm “hot” water

· Low water pressure 

· Water is slightly discolored

· Sanitary waste system has frequent pipe blockages
	10
	
	PLUMBING FIXTURES:

· More than 25% leak or do not work

· No hot water

· Very low water pressure

· Water is heavily discolored

· Sanitary waste system has frequent backups with seepage into toilet and shower spaces
	10
	

	VENTILATION:

· Ventilation integrated into forced air system
	10
	
	VENTILATION:

· Fans provided, but not integrated into forced air system
	10
	
	VENTILATION:

· Poor or no ventilation
	10
	

	TOILETS/SINKS AVAILABILITY:

· Number of stalls, urinals, and sinks satisfies population served 
· No units need repairs
	10
	
	TOILETS/SINKS AVAILABILITY:

· Number of stalls, urinals, and sinks supports population served

· Up to 25% of units need repair
	10
	
	TOILETS/SINKS AVAILABILITY:

· Number of stalls, urinals, and sinks does not support population served 

· More than 25% of units need replacement
	10
	

	DISABLED ACCESS:  

In facilities where a disabled person enters:
· At least one stall is 56x60 inches, with grab bars and a 48-inch-wide clear approach

· At least one sink is mounted no higher than 34 inches off floor, with 27 inches of clear space under sink, and 48 inches clearance to the rear from the sink wall
	10
	
	DISABLED ACCESS: 

In facilities where a disabled person enters:

· Stall clearances are narrower and will not allow person in wheel chair to roll in and close the stall door

· Clearances to the rear of the sink are less than required
	10
	
	DISABLED ACCESS:  

In facilities where a disabled person enters:

· No accessibility for the disabled
	10
	


TOILETS/SHOWERS/LOCKER ROOMS (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	High Priority:
	Points
	
	
	Points
	
	
	Points
	

	LIGHTING & OUTLETS:

· 90% of overhead and task lighting is working

· Emergency and exit lights work; powered by emergency power or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets work safely
	10
	
	LIGHTING & OUTLETS:

· 75%–90% of lighting is working

· Emergency and exit lights need repair, or have no emergency or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets loose or provide power erratically
	10
	
	LIGHTING & OUTLETS:

· Less than 75% of lighting is working

· Emergency and exit lights are not in place

· Ungrounded outlets

· Outlets where water may be present are not GFI rated

· Outlets do not work, or shock users
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	CEILINGS:  

· In good repair, no gouged, stained, or broken pieces
	6
	
	CEILINGS:  

· Need minor repairs; some gouged, stained, broken, or missing pieces covering not more than 25% of ceiling
	6
	
	CEILINGS:  

· Need major repairs; more than 25% of ceiling area is damaged


	6
	

	FLOORS: 

· Ceramic tile or sheet vinyl floors are in good condition, no gouges or stains
	6
	
	FLOORS:  
· Floors have minor gouges, chips, or stains needing repairs
	6
	
	FLOORS:  
· Floors need extensive repairs or replacement; they pose a safety threat
	6
	


Walls need major repair; touch-up and patches will no longer suffice

	· 
	6
	

	WINDOWS:

· Hardware is not difficult to operate

· Glass, weather-stripping, and vapor seal between panes is intact

· No air or water enter interior from outside
	6
	
	WINDOWS:

· Hardware is difficult to operate

· Glass intact, weather-stripping or vapor seal between panes is deteriorating

· Air, but no water, enters interior from outside
	6
	
	WINDOWS:

· Hardware is broken or missing

· Panes cracked, or weather-stripping or vapor seals needs replacement

· Air and water enter interior from outside
	6
	

	DOORS:

· Fully functional, with lever handles, push plates or kick-plates

· No more than 10% show damage and wear with dents, gouges, or stains

· No more than 10% of hardware mechanisms are difficult to operate
	6
	
	DOORS:

· No lever handles, push plates, or kick-plates 

· 10%–25% show damage and wear with dents, gouges, or stains 

· 10%–25% of hardware mechanisms are difficult to operate
	6
	
	DOORS:

· No lever handles, push plates, or kick-plates

· More than 25% show damage and wear with dents, gouges, or stains

· More than 25% of hardware mechanisms are difficult to operate
	6
	


TOILETS/SHOWERS/LOCKER ROOMS (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	LOCKER/SHOWERS:

· Enough individual lockers and showers for the population served

· Lockers and showers are co-located
· Females have individual showers and dressing cubicles 
· All shower heads and shower controls are working
	6
	
	LOCKER/SHOWERS:

· Lockers and showers are insufficient for the population

· Lockers/showers are not co-located
· Females have individual showers, but not dressing cubicles
· At least 25% of all shower heads and shower controls are not working
	6
	
	LOCKER/SHOWERS:

· No locker room or showers available
	6
	

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	BATHROOM ACCESSORIES:

· Hand soap, towels, toilet paper, disposal containers for hygiene products, etc., are present and easily accessible 

· No more than 10% of accessories need repair
	4
	
	BATHROOM ACCESSORIES:

· Accessories are available, but difficult to access

· 10%–25% of accessories need repair
	4
	
	BATHROOM ACCESSORIES:

· Accessories are not available, or

· More than 25% of accessories need major repairs or replacement
	4
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


HEATING/VENTILATION/AIR CONDITIONING (HVAC)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	Note: If the facility has an installed HVAC system, rate it as shown on this component sheet. If HVAC is provided from an external Central Plant, skip the High Priority elements, rate and score only the Medium Priority elements.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	COOLING:

· Generating system does not exhibit rust, leaks, or deterioration; it is fully operational
	10
	
	COOLING:

· System exhibits rust, leaks, and damage; it works, but repairs would improve performance
	10
	
	COOLING:

· System needs extensive repair; it does not operate, or is marginally operable
	10
	

	HEATING:

· Generating system does not exhibit rust, leaks, or deterioration; it is fully operational
	10
	
	HEATING:

· System exhibits rust, leaks, and damage; it works, but repairs would improve performance
	10
	
	HEATING:

· System needs extensive repair; it does not operate, or is marginally operable
	10
	

	HVAC CONTROLS:

· Instrumentation works well

· Controls require no repair or maintenance

· Dials are clear and legible

· System responds to adjustments
	10
	
	HVAC CONTROLS:

· Control instruments meet 3 of the 4 elements outlined in the GREEN column
	10
	
	HVAC CONTROLS:

· Controls meet less than 3 of the 4 elements outlined in the GREEN column
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	HVAC DISTRIBUTION SYSTEM:  

· Room or Zone Controls need no repairs

· System responds to control adjustments

· System shows no sign of deterioration; it moves hot and cold air as if it were new

· Supply and return air grills in work spaces are clean, operational, not worn or dirty
	6
	
	HVAC DISTRIBUTION SYSTEM:  

· Room or Zone Controls need repairs

· Control adjustments are erratic

· Air movement between rooms is erratic, one area hot, another cold

· Signs of deterioration such as water stain on ceiling, dirt accumulation at diffusers and musty odor in room
	6
	
	HVAC DISTRIBUTION SYSTEM:

· Room or Zone Controls do not work

· Controls do not respond to adjustments

· There is no movement of air through system

· Beyond odor, stains and dirty diffusers, there is visible mold, with frequent occupant complaints of headaches/colds
	6
	

	WINDOW AC UNITS:

· If present, units are clean and working
	6
	
	WINDOW AC UNITS:

· Up to 25% of units need replacement
	6
	
	WINDOW AC UNITS:

· More than 25% of units need replacement
	6
	

	THROUGH-THE-WALL-HVAC UNITS:

· If present, units are clean and working
	6
	
	THROUGH-THE-WALL-HVAC UNITS:

· Up to 25% of units need replacement
	6
	
	THROUGH-THE-WALL-HVAC UNITS:

· More than 25% of units need replacement
	6
	

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	RADIATORS:

· If present, units are clean and working
	4
	
	RADIATORS:

· Up to 25% of units need replacement
	4
	
	RADIATORS:

· More than 25% of units need replacement
	4
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


ELECTRICAL SERVICE

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	EMERGENCY POWER (IF REQUIRED):

· Integrated emergency lighting system is available and meets safety mission needs

· Emergency power system is available and meets safety and mission requirements

(Examples: Military Police and Central Fire Station are able to operate during installation power outage.)
	10
	
	EMERGENCY POWER (IF REQUIRED):

· Emergency lighting installed, but needs minor repairs

· Emergency power systems are not reliable and need repair

· Power does not have enough capacity to meet safety mission critical needs
	10
	
	EMERGENCY POWER (IF REQUIRED):

· No emergency lighting available

· No emergency power available
	10
	

	UNINTERRUPTED POWER SUPPLY (IF REQUIRED):

· System is present and works
	10
	
	UNINTERRUPTED POWER SUPPLY (IF REQUIRED):

· System present but does not work because repairs are needed
	10
	
	UNINTERRUPTED POWER SUPPLY (IF REQUIRED):

· System not present, or 
does not work because parts are missing
	10
	

	ELECTRICAL SERVICE:

· Electrical feed to the facility by the utility provider is excellent

· Electrical power is stable and free of unplanned highs and lows in voltage
	10
	
	ELECTRICAL SERVICE:

· Electrical feed to the facility is not dependable up to 25% of the time

· Electrical power varies (unplanned highs and lows in voltage), affecting sensitive powered items such as computers, test and refrigeration equipment.
	10
	
	ELECTRICAL SERVICE:

· Over 25% of the time, utility provider failures disrupt electrical feed to the facility

· Power instability upsets mission and threatens the longevity of powered equipment
	10
	

	MEDIUM PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column 
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


SECURITY SYSTEMS

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	SECURITY SYSTEM:

For activities (such as HQs) that require building controlled entry and have a security staff:

· Entry control devices (such as visitor sign-in desks, directional flow lanes) are available during duty hours

· Scanning devices are available during duty hours to monitor people and hand-carried items. Devices include:

· X-ray machines

· Personnel portals

· Hand wands

For activities with or without security staff that require building controlled entry:

· A card reader or cipher lock is installed at entry points 

For activities that require security alarms, such as organizational parking, classified storage, cash boxes, banks, arms rooms, and PX:

· Required security devices are installed and working. They include:

· Audio annunciation

· Motion Sensors

· Surveillance Camera—CCTV

· Silent intrusion devices

· Panic Alarms

· After duty hours, these devices annunciate in an auxiliary location where 24-hour monitoring is standard
	10
	
	SECURITY SYSTEM:

· Sign-in desk only, no flow control devices available

· At least 2 of the 3 scanning devices listed on the GREEN column are available

· No card reader or cipher lock; key entry only

· All required devices from the GREEN column are in place, and no more than 1 of the devices is out of order
	10
	
	SECURITY SYSTEM:

· Required, but no controlled entry, open doors when building is open

· No more than 1 of the 3 scanning devices listed in the GREEN column is available

· Controlled entry required, but not available 

· More than 1 of the security devices in the GREEN column is missing or is not working

· 24-hour monitoring is required, but not available
	10
	

	MEDIUM PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


FIRE PROTECTION

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	SPRINKLERS:

· System has been inspected by qualified fire inspectors within the locally specified time intervals

· System was rated fully operable and in good condition during the most recent inspection
	10
	
	SPRINKLERS:

· System is overdue for inspection, but was inspected and rated fully operable during the previous inspection cycle, or

· During most recent inspection, system required parts replacement, which have not been replaced yet
	10
	
	SPRINKLERS

· System has never been inspected, or 

· System has not been inspected in more than twice the specified cycle

· Local Fire Marshal requires replacement of system
	10
	

	FIRE ALARM SYSTEMS:

· Worked during last fire drill

· Produces both sound and flashing light
	10
	
	FIRE ALARM SYSTEMS:

· Worked during last fire drill

· Audio only; no flashing light alarms
	10
	
	FIRE ALARM SYSTEMS:

· Does not work, or

· No central building-wide fire alarm
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	STANDPIPE SYSTEM: 

(If facility is less than three stories, skip this element.) 

· Regularly inspected by qualified fire inspectors within the locally specified time intervals

· System was rated fully operable and in good condition during the most recent inspection
	6
	
	STANDPIPE SYSTEM: 

(If facility is less than three stories, skip this element.)

· System is overdue for inspection, but was inspected and rated fully operable during the previous inspection cycle

· During most recent inspection, system required parts replacement, which have not been replaced yet
	6
	
	STANDPIPE SYSTEM: 

(If facility is less than three stories, skip this element.)

· No standpipe system

· The system has never been inspected, or

· System has not been inspected in more than twice the specified interval, or 

· Local Fire Marshal requires replacement of system


	6
	

	SMOKE/HEAT SENSING DETECTORS:

· Detectors are fully operational

· If activated, alarms sound across the entire building

· If required, there is a central fire control panel for the facility that indicates where in the facility a detector is sensing heat or smoke (floor, zone, ceiling space, ductwork)

· Alerts a Central Fire Station
	6
	
	SMOKE/HEAT SENSING DETECTORS:

· Detectors are fully operational

· If activated, alarms sound by zone only, not across the entire building, or

· If required, there is central fire control panel, but it indicates only that an alarm initiated at a particular floor or zone; ceilings, ductwork, etc., are not alarmed

· Alerts a Central Fire Station
	6
	
	SMOKE/HEAT SENSING DETECTORS:

· Detectors are not available, or if available, are not fully operational

· Though required, there is no central fire control panel for the facility

· Does not alert a Central Fire Station
	6
	


FIRE PROTECTION (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	FIRE EXTINGUISHERS: 

· In place and working

· Indicator, if present, in green range

· Inspected by qualified inspector within the locally specified time intervals
	6
	
	FIRE EXTINGUISHERS: 

· In place and working

· Indicator, if present, in green range 

· Overdue for inspection, but was inspected and rated fully operable during the previous inspection cycle
	6
	
	FIRE EXTINGUISHERS:  

· Not available, or

· Not enough extinguishers for the facility

· Indicator out of green range

· Has not been inspected in more than twice the specified time interval
	6
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 24 & 25
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


LARGE MAINTENANCE AREAS

LARGE EQUIPMENT/WEAPON SYSTEMS

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	HM (Hazardous Material) STORAGE:

· Hazardous materials (HM) storage area adequate and in good condition1
· Safe storage of HM is ensured
	10
	
	HM (Hazardous Material) STORAGE:

· HM storage area requires minor improvements to ensure safe storage1
	10
	
	HM (Hazardous Material) STORAGE:

· HM storage area required but not available or requires major renovation to ensure safe storage1
	10
	

	HW  (Hazardous Waste) STORAGE HOLDING1:

· Hazardous wastes (HW) holding facility adequate and in good condition1
· Safe storage of HW ensured
	10
	
	HW  (Hazardous Waste) STORAGE HOLDING1:

· HW holding facility requires minor improvements to ensure safe storage1
	10
	
	HW  (Hazardous Waste) STORAGE HOLDING1:

· HW holding facility required but not available or requires major renovation to ensure safe storage1
	10
	

	LIGHTING & OUTLETS:

· 90% of overhead and task lighting is working

· Emergency and exit lights work; powered by emergency power or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets work safely
	10
	
	LIGHTING & OUTLETS:

· 75%–90% of lighting is working

· Emergency and exit lights need repair, or have no emergency or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets loose or provide power erratically
	10
	
	LIGHTING & OUTLETS:

· Less than 75% of lighting is working

· Emergency and exit lights are not in place

· Ungrounded outlets

· Outlets where water may be present are not GFI rated

· Outlets do not work, or shock users
	10
	

	VEHICLE ENTRANCE:

· Approaches to building’s vehicle entrances provide sufficient maneuvering surface for authorized vehicles requiring entrance
· Maneuvering surface is paved and in good condition
	10
	
	VEHICLE ENTRANCE:

· Approaches to building’s vehicle entrances constricted by non-permanent obstacles
· Ground guides required and/or drivers must use unpaved areas to align vehicles with entrance
	10
	
	VEHICLE ENTRANCE:

· Approaches to building’s vehicle entrances constricted by permanent obstacles, e.g., curbs, buildings, utility poles, drainage ditches, and/or insufficient paved surface  
	10
	

	INTERIOR SPACE CLEARANCE:

· Building’s interior provides adequate clearance for equipment/weapon systems to maneuver/tested while in the facility, (e.g., turrets can be rotated, gun tubes can be elevated, etc.)
· Building interior clearance allows all test procedures to be performed
	10
	
	INTERIOR SPACE CLEARANCE:

· Building's interior is large enough for equipment/weapon systems to enter but prevents up to 25% of test procedures from being conducted
	10
	
	INTERIOR SPACE CLEARANCE:

· Building's interior is large enough for equipment/weapon systems to enter but prevents more than 25% of test procedures from being conducted
·  Building interior is not large enough for all equipment/weapon systems to enter
	10
	


1 Item not evaluated if the facility is used for Annual Training Support

LARGE MAINTENANCE AREAS

LARGE EQUIPMENT/WEAPON SYSTEMS (CONT)
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	FLOOR STRUCTURAL CAPACITY:

· Floors structure can hold weight of industrial plant equipment and vehicle/weapon system being driven/parked on it without being damaged (where required)
· Floors show no signs of indentation, cracking, or sagging
	10
	
	FLOOR STRUCTURAL CAPACITY:

· Facility has waiver with restrictions
· Floors show slight signs of indention, cracking, or sagging
	10
	
	FLOOR STRUCTURAL CAPACITY:

· Floors cannot hold weight of industrial plant equipment and vehicle/weapon system being driven/parked on it without being severely damaged
· No waivers authorized
· Floors show severe signs of indention, cracking, or sagging
	10
	

	VEHICLE LIFT EQUIPMENT:

· Installed vehicle lift equipment adequate and in good condition to meet all facility mission(s)
	10
	
	VEHICLE LIFT EQUIPMENT:

· Lift equipment requires repair
· Lift equipment adequate to meet 75% of facility mission(s)
	10
	
	VEHICLE LIFT EQUIPMENT:

· Lift equipment required but not installed
· Lift equipment not adequate to meet at least 75% of facility mssion(s)
	10
	

	CRANE:

· Crane rails and electric circuits for overhead cranes/hoists adequate and in good condition
· Cranes/hoists adequate and in good condition to meet all facility mission(s) (where required) 1
	10
	
	CRANE:

· Crane rails slightly worn
· Cranes/hoists can lift 75% of loads required for facility mission(s) 1
	10
	
	CRANE:

· Crane rails cannot support required loads
· Electric service for overhead cranes/hoists requires upgrading,
· Cranes/hoists cannot lift maximum rated loads 1
	10
	

	BATTERY SHOP:

· Battery shop complies with OSHA, Federal, and State standards
· Shop has automatic neutralization capability and built-in power distribution panels
· Floor is acid resistant; drain connected to collection tank 1
	10
	
	BATTERY SHOP:

· Facility has waiver with restrictions
· Battery shop approved but requires manual acid neutralization
· Lacks floor drainage, and/or power distribution 1
	10
	
	BATTERY SHOP:

· No OSHA certified battery shop 1
· Battery shop does not comply with Federal and State standards

	10
	

	BAY PITS1:

· Bay pits adequate and in good condition
· Bay pits meet all needs for facility mission(s) 
	10
	
	BAY PITS1:

· Bay pits require minor improvements, e.g., patching of walls/floors, installation of electrical lines, etc. 
· Bay pits meet most needs for facility mission(s) 
	10
	
	BAY PITS1:

· Bay pits required but not available or existing pits require major renovations
· Bay pits do not meet the needs for facility mission(s) 
	10
	


1 Item not evaluated if the facility is used for Annual Training Support
LARGE MAINTENANCE AREAS

LARGE EQUIPMENT/WEAPON SYSTEMS (CONT)
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	SECURE AREA AVAILABILITY1:

· Secure area available for performing COMSEC, IEW, SIGINT, and/or small arms maintenance (where required) 
	10
	
	SECURE AREA AVAILABILITY1:

· Secure area security features require upgrading 
	10
	
	SECURE AREA AVAILABILITY1:

· Secure area not available for performing COMSEC, IEW, SIGINT, and/or small arms maintenance 
	10
	

	EXHAUST/VENTILATION:

· Building/area exhaust and ventilation systems fully operational
· Exhaust/ventilation systems provide sufficient ventilation for facility
	10
	
	EXHAUST/VENTILATION:

· Building/area exhaust and/or ventilation systems require repair
· Exhaust/ventilation systems do not provide sufficient ventilation 100% of the time
	10
	
	EXHAUST/VENTILATION:

· Building/area exhaust and/or ventilation systems required but not installed
· Building/area exhaust and/or ventilation system required but not operational
	10
	

	COMPUTER/LAN SYSTEM:

· Operational LAN outlets are available at all required work areas and working
	10
	
	COMPUTER/LAN SYSTEM:

· Operational LAN outlets at all required work areas, some need minor repairs
	10
	
	COMPUTER/LAN SYSTEM:

· LAN outlets are not available
	10
	

	TELEPHONE SYSTEM:

· Operational telephone jacks at all required work areas
	10
	
	TELEPHONE SYSTEM:

· Operational telephone jacks at most required work areas
	10
	
	TELEPHONE SYSTEM:

· Telephone jacks not available, or are not reliably working
	10
	

	BATTERY SHOP:

· Battery shop complies with OSHA, Federal, and State standards
· Shop has automatic neutralization capability and built-in power distribution panels
· Floor is acid resistant; drain connected to collection tank 1
	10
	
	BATTERY SHOP:

· Facility has waiver with restrictions
· Battery shop approved but requires manual acid neutralization
· Lacks floor drainage, and/or power distribution1
	10
	
	BATTERY SHOP:

· No OSHA certified battery shop1
· Battery shop does not comply with Federal and State standards
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	DOORS:

· Fully functional, with lever handles, push plates or kick-plates

· No more than 10% show damage and wear with dents, gouges, or stains

· No more than 10% of hardware mechanisms are difficult to operate
	6
	
	DOORS:

· No lever handles, push plates, or kick-plates 

· 10%–25% show damage and wear with dents, gouges, or stains 

· 10%–25% of hardware mechanisms are difficult to operate
	6
	
	DOORS:

· No lever handles, push plates, or kick-plates

· More than 25% show damage and wear with dents, gouges, or stains

· More than 25% of hardware mechanisms are difficult to operate
	6
	

	CEILINGS:  

· In good repair, no gouged, stained, or broken pieces
	6
	
	CEILINGS:  

· Need minor repairs; some gouged, stained, broken, or missing pieces covering not more than 25% of ceiling
	6
	
	CEILINGS:  

· Need major repairs; more than 25% of ceiling area is damaged


	6
	


1 Item not evaluated if the facility is used for Annual Training Support
LARGE MAINTENANCE AREAS

LARGE EQUIPMENT/WEAPON SYSTEMS (CONT)
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	


Walls need major repair; touch-up and patches will no longer suffice

	· 
	6
	

	EYEWASH:

· Eyewash and emergency shower equipment in full operational condition
	6
	
	EYEWASH:

· Eyewash and emergency shower equipment damaged and/or not fully operational
	6
	
	EYEWASH:

· Eyewash and emergency shower equipment not installed or not operational
	6
	

	WATER AVILABILITY:

· Water lines and valves fully operational and in good condition
· Water lines available in required locations
	6
	
	WATER AVILABILITY:

· Water lines and/or connecting valves damaged but usable
· Water lines available 75% of required locations
	6
	
	WATER AVILABILITY:

· Water lines not available at required locations
	6
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 26, 27, 28 & 29
	________
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


1 Item not evaluated if the facility is used for Annual Training Support
SMALL MAINTENANCE AREAS

COMMUNICATIONS-ELECTRONICS/SMALL ARMS/GENERAL EQUIPMENT
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	HM (Hazardous Material) STORAGE:

· Hazardous materials (HM) storage area adequate and in good condition1
· Safe storage of HM is ensured
	10
	
	HM (Hazardous Material) STORAGE:

· HM storage area requires minor improvements to ensure safe storage1
	10
	
	HM (Hazardous Material) STORAGE:

· HM storage area required but not available or requires major renovation to ensure safe storage1
	10
	

	HW (Hazardous Waste) STORAGE HOLDING:

· Hazardous wastes (HW) holding facility adequate and in good condition1
· Safe storage of HW ensured
	10
	
	HW (Hazardous Waste) STORAGE HOLDING:

· HW holding facility requires minor improvements to ensure safe storage1
	10
	
	HW (Hazardous Waste) STORAGE HOLDING:

· HW holding facility required but not available or requires major renovation to ensure safe storage1
	10
	

	LIGHTNING RODS:

· Building lightning rods and grounding cables good condition and properly anchored to building and ground
	10
	
	LIGHTNING RODS:

· Building lightning rods and/or grounding cables require repair or upgrading
	10
	
	LIGHTNING RODS:

· Building lightning rods and/or grounding cables required but not installed or not functional
	10
	

	EXHUAST/VENTILATION:

· Building/area exhaust and ventilation systems fully operational
· Exhaust/ventilation systems provide sufficient ventilation for facility
	10
	
	EXHUAST/VENTILATION:

· Building/area exhaust and/or ventilation systems require repair
· Exhaust/ventilation systems do not provide sufficient ventilation 100% of the time
	10
	
	EXHUAST/VENTILATION:

· Building/area exhaust and/or ventilation systems required but not installed
	10
	

	DOORS:

· Fully functional, with lever handles, push plates or kick-plates

· No more than 10% show damage and wear with dents, gouges, or stains

· No more than 10% of hardware mechanisms are difficult to operate
	10
	
	DOORS:

· No lever handles, push plates, or kick-plates 

· 10%–25% show damage and wear with dents, gouges, or stains 

· 10%–25% of hardware mechanisms are difficult to operate
	10
	
	DOORS:

· No lever handles, push plates, or kick-plates

· More than 25% show damage and wear with dents, gouges, or stains

· More than 25% of hardware mechanisms are difficult to operate
	10
	

	COMPUTER/LAN SYSTEM:

· Operational LAN outlets are available at all required work areas and working
	10
	
	COMPUTER/LAN SYSTEM:

· Operational LAN outlets at all required work areas, some need minor repairs
	10
	
	COMPUTER/LAN SYSTEM:

· LAN outlets are not available
	10
	

	TELEPHONE SYSTEM:

· Operational telephone jacks at all required work areas
	10
	
	TELEPHONE SYSTEM:

· Operational telephone jacks at most required work areas
	10
	
	TELEPHONE SYSTEM:

· Telephone jacks not available, or are not reliably working
	10
	


1 Item not evaluated if the facility is used for Annual Training Support
SMALL MAINTENANCE AREAS

COMMUNICATIONS-ELECTRONICS/SMALL ARMS/GENERAL EQUIPMENT (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	FLOOR STRUCTURAL CAPACITY:

· Floors structure can hold weight of industrial plant equipment and vehicle/weapon system being driven/parked on it without being damaged (where required)
· Floors show no signs of indentation, cracking, or sagging
	10
	
	FLOOR STRUCTURAL CAPACITY:

· Facility has waiver with restrictions
· Floors show slight signs of indention, cracking, or sagging
	10
	
	FLOOR STRUCTURAL CAPACITY:

· Floors cannot hold weight of industrial plant equipment and vehicle/weapon system being driven/parked on it without being severely damaged
· No waivers authorized
· Floors show severe signs of indention, cracking, or sagging
	10
	

	SECURE AREA AVAILABILITY1:

· Secure area available for performing COMSEC, IEW, SIGINT, and/or small arms maintenance (where required)
	10
	
	SECURE AREA AVAILABILITY1:

· Secure area security features require upgrading
	10
	
	SECURE AREA AVAILABILITY1:

· Secure area not available for performing COMSEC, IEW, SIGINT, and/or small arms maintenance
	10
	

	CRANE:

· Crane rails and electric circuits for overhead cranes/hoists adequate and in good condition
· Cranes/hoists adequate and in good condition to meet all facility mission(s) (where required) 1
	10
	
	CRANE:

· Crane rails slightly worn
· Cranes/hoists can lift 75% of loads required for facility mission(s) 1
	10
	
	CRANE:

· Crane rails cannot support required loads
· Electric service for overhead cranes/hoists requires upgrading,
· Cranes/hoists cannot lift maximum rated loads 1
	10
	

	LIGHTING & OUTLETS:

· 90% of overhead and task lighting is working

· Emergency and exit lights work; powered by emergency power or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets work safely
	10
	
	LIGHTING & OUTLETS:

· 75%–90% of lighting is working

· Emergency and exit lights need repair, or have no emergency or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets loose or provide power erratically
	10
	
	LIGHTING & OUTLETS:

· Less than 75% of lighting is working

· Emergency and exit lights are not in place

· Ungrounded outlets

· Outlets where water may be present are not GFI rated

· Outlets do not work, or shock users
	10
	

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	EYEWASH:

· Eyewash and emergency shower equipment in full operational condition
	6
	
	EYEWASH:

· Eyewash and emergency shower equipment damaged and/or not fully operational
	6
	
	EYEWASH:

· Eyewash and emergency shower equipment not installed or not operational
	6
	


1 Item not evaluated if the facility is used for Annual Training Support
SMALL MAINTENANCE AREAS

COMMUNICATIONS-ELECTRONICS/SMALL ARMS/GENERAL EQUIPMENT (CONT)

	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	DRAINAGE:

· Floor drains adequate and in good condition
· Floor slopes towards drains
· Drains connected to waste water collection or treatment system
	6
	
	DRAINAGE:

· Floor drains not adequate, resulting in ponding of water on floor
· Drain pipes not large enough, resulting in slow drainage
· Water drains too slowly and allows pooling of water
	6
	
	DRAINAGE:

· Floor drains not installed
· Drains not connected to waste water collection or treatment system
	6
	

	CEILINGS:

· Ceilings have no gouges, stains, or broken pieces
	6
	
	CEILINGS:

· Ceiling has small gouges, holes, or cracks that cover less than 25% of the total area
	6
	
	CEILINGS:

· Ceiling has large gouges, holes or cracks that cover more than 25% of the total area
	6
	

	WALLS:

· Walls composed of durable material (concrete, wood, drywall, etc.)

· Walls show no signs of damage
	6
	
	WALLS:

· Walls composed of durable material

· Walls have minor cracks or gouges
	6
	
	WALLS:

· Walls NOT composed of durable material

· Walls have large cracks or gouges

· Walls have holes which penetrate the wall
	6
	

	FLOORS:

· Floors composed of durable material (concrete, tile, etc.)

· Floors show no signs of deterioration or damage
	6
	
	FLOORS:

· Floors composed of durable material

· Floors have small cracks, gouges, holes, or deflections that do not hinder operations or safety
	6
	
	FLOORS:

· Floors NOT composed of durable material

· Floors have small cracks, gouges, holes, or deflections that do hinder operations or safety
	6
	

	WATER AVAILABILITY:

· Water lines and valves fully operational and in good condition
· Water lines available in required locations
	6
	
	WATER AVAILABILITY:

· Water lines and/or connecting valves damaged but usable
· Water lines available 75% of required locations
	6
	
	WATER AVAILABILITY:

· Water lines not available at required locations
· Water lines and/or connecting vales not usable
	6
	

	LOW PRIORITY:
	N/A
	
	
	N/A
	
	
	N/A
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 30, 31 & 32
	________
	
	SUbtotal of POints circled in this column on pages no. 30, 31 & 32
	________
	
	SUbtotal of POints circled in this column on pages no. 30, 31 & 32
	______
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


1 Item not evaluated if the facility is used for Annual Training Support
CENTRALIZED VEHICLE WASH FACILITY*
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	HIGH PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	WATER AVAILABILITY:

· Steam and/or high pressure water available (in all bays for indoor facilities)
	10
	
	WATER AVAILABILITY:

· Steam and/or high pressure water available in 75% of the bays; pressure not adequate in all bays
	10
	
	WATER AVAILABILITY:

· Steam and/or high water pressure not available
	10
	

	VENTILATION/ANTI-FOGGING:

· Anti-fogging system is adequate (Indoor Facility only)
· Ventilation systems adequately removes humidity
	10
	
	VENTILATION/ANTI-FOGGING:

· Anti-fogging system damaged or inadequate (Indoor Facility only)
· Ventilation system damaged or inadequate
	10
	
	VENTILATION/ANTI-FOGGING:

· If required anti-fogging system not available
· No ventilation system installed
	10
	

	PITS/LIFTS:

· Pits and lifts adequate and in good condition
· Pits and lifts meet all needs for facility mission(s)
	10
	
	PITS/LIFTS:

· Pits and lifts require minor improvements, e.g., patching of walls/floors, installation of electrical lines, etc.
· Pits and lifts meet most needs for facility mission(s)
	10
	
	PITS/LIFTS:

· Pits and lifts required but not available or existing pits require major renovations
· Pits and lifts do not meet the needs for facility mission(s)
	10
	

	DRAINAGE/CONTAINMENT:

· Floor/Area drainage does not allow pooling of water
· Dykes sufficient to contain and prevent runoff from leaking into surrounding areas
	10
	
	DRAINAGE/CONTAINMENT:

· Floor/Area drainage damaged or allows minor pooling of water
· Dykes insufficient to contain and prevent runoff from leaking into surrounding areas
	10
	
	DRAINAGE/CONTAINMENT:

· Area/Floor drainage inadequate or not installed
· Dykes cracked and leaking into surrounding areas
	10
	

	AREA/BAY SPACE:

· Area/Bays have sufficient space to perform all facility mission(s)
	10
	
	AREA/BAY SPACE:

· N/A
	10
	
	AREA/BAY SPACE:

· Wash bays have inadequate space
	10
	

	HEATING:

· Area/Bays are sufficiently heated as required
	10
	
	HEATING:

· Wash bay heating system damaged or insufficient
	10
	
	HEATING:

· Required heating system not installed
	10
	

	WASTEWATER:

· Waste water-oil separator in proper working condition
· Waste water is treated at the proper treatment plant
	10
	
	WASTEWATER:

· Waste water-oil separator damaged or inadequate
· Waste water collection system not fully meeting facility needs
	10
	
	WASTEWATER:

· Required waste water-oil separator not installed
· Waste water collection system not available
	10
	


*Does not apply to USAR
CENTRALIZED VEHICLE WASH FACILITY (CONT)*
	In each row, circle the “Points” next to the description that most closely describes the facility. If an element is N/A, draw a line through it and exclude it from the column total.

	MEDIUM PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	OVERSPRAY SCREENS:

· Overspray screens installed as appropriate (between bays for indoor facility)
	6
	
	OVERSPRAY SCREENS:

· Overspray screens installed between 75% of the bays
· Screens damaged
	6
	
	OVERSPRAY SCREENS:

· No overspray screens installed
· Overspray screens installed between less than 75% of required bays
	6
	

	WALLS:

· Walls composed of durable material (concrete, wood, drywall, etc.)

· Walls show no signs of deterioration or damage
	6
	
	WALLS:

· Walls composed of durable material

· Walls have minor cracks or gouges
	6
	
	WALLS:

· Walls NOT composed of durable material

· Walls have large cracks or gouges

· Walls have holes which penetrate the thickness of the wall
	6
	

	LOW PRIORITY:
	Points
	
	
	Points
	
	
	Points
	

	LIGHTING & OUTLETS:

· 90% of overhead and task lighting is working

· Emergency and exit lights work; powered by emergency power or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets work safely
	4
	
	LIGHTING & OUTLETS:

· 75%–90% of lighting is working

· Emergency and exit lights need repair, or have no emergency or battery backup

· All outlets grounded/GFI rated available where water may be present

· Outlets loose or provide power erratically
	4
	
	LIGHTING & OUTLETS:

· Less than 75% of lighting is working

· Emergency and exit lights are not in place

· Ungrounded outlets

· Outlets where water may be present are not GFI rated

· Outlets do not work, or shock users
	4
	

	FLOORS:

· Floors composed of durable material (concrete, tile, etc.)

· Floors show no signs of deterioration or damage
	4
	
	FLOORS:

· Floors composed of durable material

· Floors have small cracks, gouges, holes, or deflections that do not hinder operations or safety
	4
	
	FLOORS:

· Floors NOT composed of durable material

· Floors have small cracks, gouges, holes, or deflections that do hinder operations or safety
	4
	

	CEILINGS:

· Ceilings have no gouges, stains, or broken pieces
	4
	
	CEILINGS:

· Ceiling has small gouges, holes, or cracks that cover less than 25% of the total area
	4
	
	CEILINGS:

· Ceiling has large gouges, holes or cracks that cover more than 25% of the total area
	4
	

	
	
	
	
	
	
	
	
	

	SUbtotal of POints circled in this column on pages no. 33 & 34
	________
	
	SUbtotal of POints circled in this column on pages no. 33 & 34
	________
	
	SUbtotal of POints circled in this column on pages no. 33 & 34
	______
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	TOTAL EACH COLOR COLUMN, AND THEN CIRCLE THE COLOR WITH THE MOST POINTS. NUMERIC COLUMN TIES GO TO THE “WORSE” COLOR. MARK THIS COLOR ON THE FACILITY WORKSHEET.


*Does not apply to USAR
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